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Size Tubing Pipe I.D. Ordering Codes 

1

1/4" 0.25" RCADR1-106,4/UNC

3/8" 0.375" RCADR1-109,5/UNC

1/8" 0.39" RCADR1-110/UNC

1/2" 0.5" RCADR1-112,7/UNC

1/4" 0.53" RCADR1-113,5/UNC

5/8" 0.625" RCADR1-116/UNC

3/8" 0.67" RCADR1-117,2/UNC

2

3/4" 0.75" RCADR1-219/UNC

1/2" 0.83" RCADR1-221,3/UNC

7/8" 0.875" RCADR1-222/UNC

1" 1" RCADR1-225,4/UNC

3/4" 1.05" RCADR1-226,9/UNC

3

1-1/4" 1.25" RCADR1-332/UNC

1" 1.32" RCADR1-333,7/UNC

1-1/2" 1.5" RCADR1-338/UNC

1-1/4” 1.625" RCADR1-342/UNC

4

1-3/4" 1.75" RCADR1-444,5/UNC

1-1/2" 1.90" RCADR1-448,3/UNC

2" 2" RCADR1-451/UNC

2-1/4” 2.25" RCADR1-457/UNC

2” 2.37" RCADR1-460,3/UNC

2-1/2” 2.5" RCADR1-463/UNC

5

2-3/4” 2.75” RCADR1-570/UNC

2-1/2” 2.87 RCADR1-573/UNC

3” 3" RCADR1-576,1/UNC

3-1/2” 3” 3.5” RCADR1-588,9/UNC

6
4” 4” RCADR1-6114,3/UNC

5” 5” RCADR1-6127/UNC

7
5” 5.563” RCADR1-7140/UNC

6” 6.625” RCADR1-7168,3/UNC

8 8” 8.625” RCADR1-8219,1/UNC

Aluminum body rated to 572°F.
Threaded parts are UNC, metric available upon request.
Assembly and individual bagging of clamps available upon request.
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